ANIX
BV11-Threaded Ball Valve-1000Psi

GENERAL
CHARACTERISTICS

* Reduced-port

* Blow-out—proof stem
* Padlocking device

* Design:ASME B16.34
* Test:AP| 598

WORKING
CONDITIONS

* Working Pressure: 1000Psi
design * Temperature Range:

-20° to 302°F-PTFE
-20° to 356°F-RPTFE
¢ Applicable medium:Water,Qil,Gas

* End Connections:Threaded End

* Threaded Type: IS0 ® ® € % [C
ANSI B1.20.1(NPT) T
ISO 7/1(BSPT,BSP)
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MATERIALS LIST Ty
13 NUT 1 A194 8 A1948 -
12 | SPRING WASHER | 1 304 304 el
1 HANDEL 1 Steel Steel Al
10 GLAND 1 304 304 Vi I T
9 PACKING 1 PTFE RPTFE | s
8 | STEMWASHER | 1 PTFE RPTFE POOOOE
7 STEM 1 A276 316 A276 316 L
6 NUT 1 316 316
5 GASKET 1 316 316
4 SEATRING 2 1 PTFE RPTFE psi PRESSURE TEMPERATURE RATINGS  bar
3 BALL 1 S8316 SS316 Ak 207
2 SEAT RIGN 1 1 PTFE RPTFE 2000 138
1 BODY 1 | A351CF8M A351 CFaM %1000 \ 69
No.| DESCRIPTION |QTY| MATERIAL @ 800 - 55.2
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DIMENSIONS-1000Psi
SIZE L d Lo H Weight(lb) Torque(lbf - in)
18" 1.58 0.2 276 1.32 0.15 22
3/g" 1.77 0.28 276 1.38 0.22 27
12" DR, 0.35 3.15 1.54 0.33 31
3ig" 2.36 0.45 3.74 1.93 0.53 35
18 2.76 0.59 4.13 213 0.84 44
14’ 3.15 0.77 4.72 2.58 1.41 62
112" 3.39 0.98 551 2.84 1.87 80
2" 3.98 1.26 5.91 3.19 2.82 133
21j2* 4.69 15 6.69 38 4.94 212
3" 551 1.93 7.28 4.13 6.57 265
4" 7.32 252 8.66 4.65 13.67 469




